Model/s: 

Condensing Boiler/s: 

Low Temperature (**) Boiler/s: 
B11 Boiler/s: 

Cogeneration Space Heater: Equipped with a supplementary heating system: 
Combination Heater: 


Item Symbol Value 


Nominal heat output P ated 19,4 


For boiler space heaters and boiler combination heaters: Useful heat output For boiler space heaters and boiler combination heaters: Useful efficiency 


At nominal heat output and high-temperature p At nominal heat output and high-temperature 
regime (*) $ regime (*) 

At 30% of nominal heat output and low- At 30% of nominal heat output and low- 
temperature regime (**) temperature regime (**) 


Auxiliary electricity consumption Other items 


a —— ~~ 
full Toad Sandbyhestises Pag Ts 
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in standby mode annual energy consumption | Ge | 
Saale lest E EN 

Emissions of nitrogen oxides NO, [36619 | mewn | 
For boiler combination heaters: 


Domestic hot water production efficienc 
benarsa losd wroñie; | sso f| y 
Energy efficiency class 


[Daily electrical power consumption | Que | [Daily electrical power consumption | Que | power consumption da 0,185 oe Daily gas consumption 22,838 | kwh | 
Annual electricity consumption 40,748 | kWh Annual fuel consumption | arc | 18,088 | a | 


Contact information ALARKO CARRIER SAN. TIC. A.S., GOSB - Gebze O.S.B., Şahabettin Bilgisu Cad., 41400, Gebze/Kocaeli/Turkey 


(*) High temperature regime means 60 °C on return and 80 °C on flow. 
(**) Low temperature regime means 30 °C for condensing boilers, 37 °C for low-temperature boilers and 50 °C for for other appliances on return temperature. 

















